Fig. 2.1 An Overview of the Procedure for Bored Piles Constructions
Fig. 2.2  Drilling Rig for Ground Investigation
Fig. 2.3 Extracted Soil Samples: (a) Jar Sample; (b) Coring Sample
Fig. 2.5  Grab for Pile Bore Excavation
Fig. 2.6 Drilling Bucket for Pile Bore Excavation (O'Neill and Reese, 1999)
Fig. 2.7 Core Barrel for Pile Bore Excavation (O’Neill and Reese, 1999)
Fig. 2.8  Reverse Circulation Drilling Rig
Fig. 2.9 Rock Roller Bits for Penetration through Rock Stratum
Fig. 2.11  Hydraulic Oscillator for Driving Temporary Casing
Fig. 2.14  Toe of Small-diameter Pile filled with Silt (Thorburn and Thorburn, 1977)
Fig. 2.15  Necking (Thorburn and Thorburn, 1977)
Fig. 2.15  Crack
<table>
<thead>
<tr>
<th>Number of Access Tubes</th>
<th>Number of Combinations</th>
<th>Graphical Arrangement</th>
</tr>
</thead>
<tbody>
<tr>
<td>3</td>
<td>3</td>
<td><img src="image" alt="Graphical Arrangement" /></td>
</tr>
<tr>
<td>4</td>
<td>6</td>
<td><img src="image" alt="Graphical Arrangement" /></td>
</tr>
<tr>
<td>5</td>
<td>10</td>
<td><img src="image" alt="Graphical Arrangement" /></td>
</tr>
<tr>
<td>6</td>
<td>15</td>
<td><img src="image" alt="Graphical Arrangement" /></td>
</tr>
</tbody>
</table>
Fig. 3.1 Full Length Coring
Fig. 3.2 Testing equipment for Cross-hole Sonic Logging (CHSL)
Fig. 3.5 Extraneous Causes for Delay in Transit Time
Fig. 3.8  Hand-held Hammer for Low-strain Integrity Test (LST)
Fig. 6.4 Centrifuge Setup
Fig. 6.8  Soil Compaction
Fig. 6.9  Injection of Carbon Dioxide Gas
Fig. 6.10  Saturation of CDG
Fig. 6.11  Pre-consolidation inside the Centrifuge
Fig. 6.17  Calibration of the Metal Core
Fig. 6.39  Pile Cap in 2 x 2 Arrangement
Fig. 6.22  Soil Excavation inside Steel Casing
Fig. 6.23  Installation of Instrument Core after Concreting
Fig. 6.24  Calibration of the Load Cell